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F E A T U R E S

With overdrive circuitWithout overdrive circuit

If your work involves digital photography, 

graphic art, digital intermedia, or any fi eld 

where accurate color is important, the EIZO 

ColorEdge Creator Edition (CE) monitors are 

an excellent choice. Since color values are hard-

ware calibrated, they offer a signifi cant advan-

tage over monitors that provide only software 

calibration. With the ColorEdge CE monitors, 

you get accurate, consistent color reproduc-

tion that matches the colors captured by your 

digital camera, or that you see on your prints. 

The ColorEdge CE monitors: your assurance of 

color profi ling with professional-level precision.

Factory Adjustment of Gamma

Each color tone 
from 0 – 255 is mea-
sured on the produc-
tion line to produce a 
gamma value of 2.2 
and ensure color is 
displayed consistently 
on every ColorEdge 
CE monitor. Each 
monitor comes with an 
adjustment certifi cate 
that certifi es the mea-
surement results of the 
gamma value.

Accurate Hardware Calibration

There are two kinds of monitor calibration – 
software and hardware. With software calibration, 
colors are adjusted by manipulating the graphics 
board’s color output, which results in fewer display-
able colors. With hardware calibration, colors are 
adjusted by within the monitor itself, so there is no 
loss of displayable tonalities. ColorEdge CE and the 
bundled ColorNavigator CE software offer hard-
ware calibration for accurate and consistent color.

Color Profi ling

The color characteristics of monitors, print-
ers, and other peripherals can be written to a color 
profi le. The image editing application refers to these 
profi les to ensure color matching when outputting 
data to each peripheral. Naturally, the more ac-
curate the profi ling is the better the matching will 

be. Hardware calibration ensures the most accurate 
color profi ling.

Widescreen Format

Both monitors employ a wide 16:10 aspect ratio. 
The increased horizontal space this affords means 
you can open two windows and have room for your 
tool palettes without any overlap.

Fast Response Time

To ensure that movies, animation and other 
moving images look clean and sharp with an abso-
lute minimum of blurring and ghosting, an over-
drive circuit is included for a midtone response time 
of only 8 ms.

14-Bit Processing

A powerful EIZO-developed integrated circuit 
with 14-bit color processing capability is incorpo-
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With 10-bit processing, the error rate is high in low tonal 
areas during calculation.  With 14-bit processing, accuracy is 
signifi cantly improved resulting in fewer conversion errors.

Graphics board on computer adjusted 
(8 bits)

Grayscale 
tones lost

Monitor look-up table adjusted
(10 bits)

Smooth 
gradation 

maintained

Software calibration Hardware calibration

16:10 (1920 × 1200)4:3 (1600 × 1200)



 
ColorNavigator CE Compatible 
Measurement Devices

ColorNavigator CE supports the following devices 
as of September 2006.

X-Rite

MonacoOPTIXXR/MonacoOPTIXXR Pro 
DTP94/DTP94B
GretagMacbeth Eye-One Series*

ColorVision

Spyder2 Series

*Eye-One Display LT is supported with Macintosh OS 10.3.9 or 

later only.

rated for smooth grayscale rendering. The result is a 
great degree of detail, especially in dark areas of an 
image.

1000:1 Contrast Ratio

This outstanding contrast performance makes 
images on dark backgrounds appear more vivid, 
brings out the subtle differences in similar shades of 
color, and ensures that colors retain their richness 
even in brightly lit rooms.

ArcSwing 2 Stand

The innovative stand offers a curved 
range of movement so you can adjust 

the screen to various positions such 
as at an angle akin to reading a 
book. It also has a compartment 
in the back for cable manage-
ment.

Touch Sensitive Switches

Sensitive elec-
trostatic “touch” 
switches on the 
front panel present a 
sophisticated appear-
ance and are easier to engage than the small buttons 
of most LCD monitors.

Simple and Precise Calibration

The EIZO-
developed 
ColorNavigator 
CE software 
makes calibration 
both simple and 
accurate. Just set 
the target values 
for brightness, 
white point, and gamma. ColorNavigator CE works 
with the measurement device to directly utilize the 
monitors’ 10-bit 
look-up table for 
accurate calibra-
tion in less than 
fi ve minutes. When 
calibration is com-
plete the settings 
can be saved as an 
ICC profi le. 

ColorNavigator 
CE offers a paper 
white measurement 

function for color matching between the image on 
the monitor and the image on the printouts. By mea-
suring the white of the paper to be used for printing, 
ColorNavigator CN will automatically set the target 
values for brightness and white point accordingly. 
As of September 2006, the paper white measurement function is com-

patible with the X-Rite DTP94B colorimeter only. Compatibility with 

the X-Rite DTP94 is planned beginning in December 2006.

Accessories

 
Monitor Hood

EIZO’s monitor 
hoods not only prevent 
ambient light from re-
fl ecting off the screen, but 
include added conveniences 
like a sliding top cover and an interior made of 
anti-glare material.

FP-2400W/FP-2100W
Panel Protectors

These protectors slide 
over the screen surface, al-
low more than 90% light 
transmission, and have 
both anti-glare and glossy 
sides.

ScreenCleaner
Screen Cleaner Kit

Keep your screen free from dust 
and fi ngerprints with this screen 
cleaner kit. Includes pump spray 
and cloth.

500:1 1000:1
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